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 Abstract: In this work a new device has been developed to estimate compression-after-impact (CAI) strength. This device
allows the testing of laminates thinner than those recommended by CAI test standards. The pro-posed device is composed
of a support structure, with a set of vertical ribs that stabilize the specimen during the test, increasing the buckling load. A 
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g was delayed.1. Introduction In a CAI test, a compressive load is applied to a damaged lami-Composite laminates are particularly sensitive to low-velocity
impacts due to low out-of-plane strength. No clear deﬁnition of a 
low-velocity impact is available, nor is a distinction between high-
or low-velocity impact. Usually, if the duration of the impact is long 
enough so that the response of the structure plays a role, the impact 
is considered to be low velocity. In this case, the beha-viour of the 
laminate is highly inﬂuenced by the boundary condi-tions [1]. 
Impact damage begins by the matrix cracking, which generates 
delamination at the interfaces between layers with dif-ferent ﬁbre 
orientations, and this could eventually lead to ﬁbre fail-ure [2]. 
Fibre failure (intra-laminar damage) affects mainly tensile strength, 
while delamination (inter-laminar damage) decreases mainly 
compression strength.
A low-velocity impact on a composite structure can cause inter-
laminar damage that diminishes the residual strength. This type of
impact is especially dangerous because of its difﬁcult detectability.
Therefore, low-velocity-impact tests should be performed on com-
posite structures, and subsequently damage progression should be
evaluated under different load conditions, to determine the resid-
ual strength value of the component. The compression-after-im-
pact (CAI) test is of great interest within the aeronautical
industry, since the residual compressive strength of the damaged
component is the property that decreases the most.nate. As the applied load becomes greater, local buckling occurs, 
generating out-of-plane stresses around the delaminated area [3]. 
When the load increases, more out-of-plane stresses appear 
around the delaminated area. The post-buckling continues until 
out-of-plane stress exceeds the critical strain-energy-release mode 
I value or interlaminar strength. Final failure occurs because the 
delamination propagates perpendicularly to the applied load, and 
the laminate collapses [4].
Composite structure design requires knowing the CAI strength 
of the laminates comprising it. The CAI strength is not a material 
property, since it is strongly inﬂuenced by the geometry of the 
impacted structure, support conditions, and the characteristics of 
the impactor. To measure this strength a uniaxial compression test 
is made on an impacted plate specimen. This test could be carried 
out according to several standards [5–9], such as ASTM D7137 
‘‘Standard Test Method for Compressive Residual Strength 
Properties of Damaged Polymer Matrix Composite Plates’’ [5].
All of these standards use a symmetrical and balanced laminate 
specimen, in which the side edges are supported and the upper and 
lower edges are ﬁxed. ASTM deﬁnes the specimen geometry and 
characteristics of pre-impact test. Currently, this CAI test metho-
dology [5] employs a laminate thickness greater than 4 mm. When 
samples of less than 4 mm thick are tested using existing standards, 
global buckling occurs. However, most laminates from the 
aerospace industry are very thin. The typical thickness of lami-
nates in the horizontal tail plane, vertical tail plane, and fuselage 
are between 2 mm and 6 mm, and even zones of these primary
structures may be less than 2 mm thick. Also, for control surfaces, 
laminates can be 1–3 mm thick. Thin laminates require an alterna-
tive method to estimate this property in order to prevent global 
buckling prior to the damage spread caused by an impact. Some 
authors have employed the method of the ASTM standard to anal-
yse the buckling of thin laminates damaged by impact [10], 
although global buckling occurred during the compression test of 
all specimens, both impacted and unimpacted.
The scientiﬁc literature offers several proposals for the CAI test 
of thin specimens [11–17]. Some researchers [11,12] have used 
devices with anti-buckling supports similar to ASTM device, to test 
thinner and smaller specimens.
Sjöblom and Hwang [13] proposed the use of a steel anti-buck-
ling support with a central hole so as not to interfere with the dam-
age, but the use of strain gauges is not possible. Also, this device 
needs narrow specimens with end tabs, which could mean a 
change in their geometry after the impact test, and thus additional 
damage can be generated during the cutting process [18].
Sanchez-Saez et al. [14] proposed a CAI device that stabilizes the 
specimen by four anti-buckling plates placed on both sides of the 
specimen. These plates have cut-outs intended not to interfere with 
the damage. This device, which ensures that the failure will occur in 
the affected area, has been used to determine the CAI strength of 
laminates between 1.6 and 2.2 mm and different lay-ups of carbon/
epoxy, and low temperature [19]. This device is designed for testing 
specimens of different dimensions from ASTM, making the 
comparison of the results more difﬁcult.
The compression device with horizontal rolls from ESWNM 
department of Airbus Operations SL [15] also increases the critical 
buckling load to test thinner specimens. This device has lateral 
guides and rolls to prevent the buckling of the specimen [20]. The 
method of ﬁxing is by means of screws and, therefore, the specimen 
edges need not be perfectly parallel for the load applica-tion, but 
drilling the specimen is needed to ﬁx it to the clamping system. The 
main disadvantages are that the device allows the testing of only a 
speciﬁc thickness, it does not allow proper place-ment of the strain 
gauges, and the specimen size is larger than recommended by the 
ASTM standard, and therefore the compar-ison of the results 
becomes more difﬁcult.
Other authors use sandwich specimens made by joining a dam-
aged laminate to a core that stabilizes it, and test the ensemble 
under compression [16,17]. The sandwich structure is much more 
stable for being thicker, and this would allow the testing of very 
thin laminates. The problem with this test methodology is the 
interaction of the damaged area of the laminate with the core of the 
sandwich, producing failure modes that are not representative of 
the actual structure. The sandwich stabilizes the sub-laminates 
created by delamination, delaying its progression, so that there is a 
risk of ﬁnding higher and deceptive residual-strength results.
This paper proposes a new CAI test methodology to test thin
laminates, by employing the specimen geometry recommended
in the ASTM D7137 standard. The design and validation process
of a new device that allows testing laminates under 4 mm thick
is described. The proposed device prevents the global buckling in
the damaged specimen, ensuring that the failure is due to com-
pression. This approach was experimentally validated, testing
quasi-isotropic laminates with three different thicknesses. The
results using the developed and the standard devices were
compared.
2. Device description
A CAI device was designed, after analysing the damage-progres-
sion mechanisms in a CAI test, according to the following
requirements: The laminate should not reach the critical buckling load, which
in a thin laminate is lower than in standard thicknesses.
 The failure does not occur in the load application zone. Crush
failure or local buckling should not appear in this zone.
 An accurate alignment between the specimen and the load
applied is needed to ensure a state of uniaxial compression
stress.
 The device should not interfere with the damaged area, allow-
ing the local buckling of sub-laminates and the progression of
the delamination.
 The friction should not be a source of uncertainty in the results.
 It should be possible to place strain gauges to check the validity
of the test.
In addition to the above features, other relevant aspects can
improve issues such as manageability or time savings: the device
weight, ease of use and installation, visibility of the test, safety of
use, device robustness, and ease of industrialization.
In the proposed device, specimen stability was improved by a 
support structure, with a set of vertical ribs that increase the buck-
ling load. Global buckling of the test specimen must be greater 
than the local buckling of delaminated sub-laminate or the com-
pressive failure load. In the modelling the laminate, in simpliﬁed 
form, as an isotropic and homogeneous material, the critical buck-
ling stress rcrit can be estimated by Eq. (1) [21]:
rcrit ¼ K  Eeq  tb
 
ð1Þ
where Eeq is the equivalent Young’s modulus of the laminate in the
load direction, b is the buckling distance, which corresponds to the
width between supports, and K is a constant that depends on the
boundary conditions, the geometry, and the material.
Therefore, to increase the specimen critical buckling load, the 
buckling distance b (Eq. (1)) should be reduced (Fig. 1). For this 
purpose, a device with vertical intermediate elements was pro-
posed (Fig. 2).
The device was designed for testing specimens having the same 
geometry of the specimens used in the ASTM standard (i.e. 100 mm 
 150 mm) and a wide range of thicknesses.
A numerical simulation in Abaqus Standard [22] was performed 
in order to deﬁne the position of the vertical elements. Two-
dimensional models were formulated using the module ‘‘Linear 
Perturbation, Buckle’’ to estimate the critical buckling load of the 
laminate. Two laminate plates, one subjected to the bound-ary 
conditions as proposed by the CAI ASTM standard and another 
considering the existence of intermediate vertical ribs, were 
simulated.Fig. 1. Reduction of buckling distance in the specimen by intermediate supports.
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Fig. 2. Description of the proposed device, with vertical intermediate elements to
increase the buckling load of the specimen.Three conﬁgurations with AS4/8552 material with a quasi-iso-
tropic lay-up and three different thicknesses were modelled, one 
with 8 plies [45/0/-45/90]S, one with 16 plies [45/0/-45/90]2S, and 
another with over 24 plies [45/0/-45/90]3S, measuring 1.472 mm, 
2.944 mm, and 4.416 mm thick, respectively. The mate-rial 
mechanical properties are shown in Table 1. In the model, the 
direction 0 coincides with the direction of the load applied. The 
load applied was simulated as a distributed 100 N/mm load at the 
top edge. The specimen was modelled with two-dimensional 
elements. It was mesh with quadrilateral elements with reduced 
integration (S4R in Abaqus) of 2 mm, using a total of 3750 
elements.
Both CAI devices, i.e. ASTM and the proposed one, were mod-
elled introducing boundary conditions for the laminate plate by 
restricting the displacements or rotations of some nodes (Fig. 3). 
For the modelling of the ASTM device (Fig. 3a), the displacement 
in the direction perpendicular to the plane of the laminate U3
(thickness direction) and the rotations in the top edge were 
restricted, UR1 and UR2. Furthermore, the lateral edges were also 
supported, the displacements being restricted in the thickness 
direction, U3. All movements of the bottom edge were restricted. 
The proposed device was modelled in the same way (Fig. 3b), 
but also introducing the restricted displacement in the thickness 
direction (U3) due to the vertical ribs.
From the ﬁrst eigenvalue determined for each laminate, the 
critical buckling was calculated. Table 2 shows the ﬁrst eigenvalue 
(k) and the critical buckling stress for both devices. It can be seen 
that the intermediate vertical ribs in the proposed device are useful 
to delay the buckling, allowing thin laminates to be tested.
For example, the ﬁrst buckling mode of a laminate 1.472 mm 
thick is shown in the ASTM device (Fig. 4a), and in the proposedTable 1
AS4/8552 ply properties. Data provided by the manufacturer (Hexcel Composites).
Ply properties
E1 (longitudinal Young modulus) 130 GPa
E2 (transversal Young modulus) 10 GPa
m12 (Poisson ratio) 0.3
G12 (in-plane shear modulus) 5 GPa
t (ply thickness) 0.184 mmdevice (Fig. 4b). The ﬁrst case displays a large area in which out-of-
plane displacements associated with global buckling appear, while 
the second case shows that buckling occurs in the central area 
between the vertical ribs.
After the simulations, the intermediate vertical ribs in the pro-
posed device were positioned as shown in Fig. 5. As there should be 
no interference with the impact damage, the central vertical rib 
has split, leaving a gap, so that the out-of-plane stresses are not 
restricted, allowing the delamination progression in that area.
Fig. 6 displays the components of the new device, which is com-
posed of two plates, one ﬁxed to the bottom compression platen, 
and another which can slide perpendicularly to the ﬁrst one by 
several ﬁxed pins. Both plates have vertical ribs that face each 
other. The specimen is placed between the two plates, being sup-
ported by all the vertical ribs. Also a ﬁxing component is placed at 
the upper edge of the specimen. Between the upper element and 
the plates a gap allows deformation during compression.
The vertical ribs have sharp edges to minimize friction by 
reducing the contact area. In addition, the top of the vertical ribs 
are rounded to prevent them from cutting into the specimen 
(Fig. 6). The proposed device allows strain gauges to be placed 
between vertical ribs to verify the correct load application and to 
ensure that no global buckling occurs.
The device was designed to ensure that the failure (local kinking 
or buckling) does not occur in the top edge of the specimen. Tight 
tolerances were used to ensure proper alignment of the load.
A patent application PCT/ES2012/070 087 [23] has been 
submit-ted for the proposed device.3. Mechanical testing
3.1. Material and test specimens
AS4/8552 carbon/epoxy laminates were used in the tests. These
laminates were manufactured by automatic tape laying of
unidirectional prepreg tape of 300 mm and cured in an autoclave.
The ﬁbre volume fraction of the composite was 59%. Laminates
with a quasi-isotropic stacking sequence [45/0/-45/90]nS and three
thicknesses were studied. The nominal thickness for the laminates
analysed were 1.472 mm (n = 1), 2.944 mm (n = 2), and 4.416 mm
(n = 3), respectively. Only the latter specimen thickness meets
ASTM standard thickness speciﬁcations.
A total of 105 specimens were tested at room temperature and
pressure. All specimens measured 100 mm  150 mm and satisﬁed
the tolerances speciﬁed by the ASTM standard. An additional 20
specimens were used in order to deﬁne the energies that cause
barely visible damage (EBVID).3.2. Impact tests
Impact tests were performed in a drop-weight tower according 
to the ASTM D7136 [24] standard. The impactor was a hemi-
spherical nose of 15.9 mm with 5.6 kg of mass. Each specimen 
was impacted on its smoother side, to facilitate the measurement 
of the indentation depth. Each specimen received a single impact, 
and the rebound was prevented by an anti-rebound system.
According ASTM D7136 standard, the tests have to be carried 
out at an energy that causes barely visible impact damage (EBVID). 
This energy is deﬁned as the energy that generates an indentation 
depth in the laminate of about 1 mm [8]. Six speci-mens of each 
thickness were tested at different impact energies in order to 
calculate the EBVID, between 7.5 and 40 J (Fig. 7). It was observed 
that the relationship between the depth of the dam-age and the 
impact energy could be ﬁt to a straight line in the range of energies 
and thicknesses studied. From this ﬁtting curve, EBVID3
Fig. 3. (a) Boundary conditions of ASTM device, and (b) boundary conditions of the proposed device.
Table 2












1.472 1.016 4.086 69 278
2.944 8.355 29.001 284 985
4.416 26.781 79.447 606 1799could be deﬁned for each thickness. For thin laminates, the ﬁtting
proved less accurate, having greater scatter in the results of the
impact tests because the indentation depth was close to penetra-
tion. The EBVID determined were: 9 J for specimens with
1.472 mm of thickness, 22 J for samples of 2.944 mm and 34 J in
the specimens with thickness recommended by the ASTM standard
(4.416 mm).
3.3. CAI test method
CAI tests, using the ASTM and the proposed device, were per-
formed on a universal testing machine, with a precision of 1% in
the range load at a speed of 0.5 mm/min under conditions RT/AR
(room temperature/as received). In each test, a load–displacement
record was kept. The test device was placed between ﬂat compres-
sion platens of the testing machine, with care taken to align the
vertical axis of the device with the load direction.
At least ﬁve specimens for each thickness and device were
tested. The specimens had very tight tolerances, parallelism, and
perpendicularity of 0.02 mm. Strain gauges were placed on the test
specimen in the load direction, locating two gauges on one side
and another on the opposite side, in order to measure longitudinal
strain and to be able to detect possible global buckling. Data-ac-
quisition equipment recorded the strain. Average strain values on
opposite sides of the specimens were taken to calculate the value
of the longitudinal strain. From these data and force provided by
the testing machine, the stress–strain curve was drawn.
If the strain values measured by the gauges on opposite speci-
men sides were not equal, the specimens were bending. The fast 
divergence in these strain values indicated the onset of global 
buckling. The bending percentage can be calculated by Eq. (2):
Bending percentage ¼ e1  e2
e1 þ e2  100 ð2Þwhere e1 is the strain of the gauge of one side and e2 is the strain of
the gauge of the opposite side.
This percentage should be kept below 10% [5], since the onset of 
instability or excessive specimen ﬂexure invalidates the test. The 
calculated percentage sign indicates the direction of the bending.
4. Discussion and results
4.1. Experimental validation of the proposed device
The CAI test results from the proposed device were compared 
with those from the ASTM device in order to validate the new 
device. A total of 64 specimens 4.416 mm thick were tested (thick-
ness recommended by the ASTM standard), 32 with each device. 
The residual strength of specimens was estimated without impact 
and impacted at ﬁve different energy levels (between 15 and 55 J). 
Table 3 shows the mean residual strength and standard deviation. 
The strength dispersion was similar in the specimens tested with 
both devices, the coefﬁcient of variation being less than 9.5% with 
the device proposed and 7.5% with the ASTM device.
Fig. 8 presents the residual strength normalized with the com-
pression strength (for undamaged specimens) estimated with the 
ASTM device. As the impact energy increased, the residual strength 
decreased. Even with no detectable damage, the decline in residual 
strength was very notable (over 50%). For the EBVID, the reduction 
was close to 60%.
As reﬂected in Fig. 8, the residual strength estimated with both 
devices for 4.416 mm specimens proved similar for all impact-en-
ergy levels studied.
The analysis of strain measurements showed that buckling did
not occur in the specimens tested in either device, the failure strain
being similar. For the specimens without impact, the failure strain
with ASTM device was 9.683  103, and 9.222  103 for the pro-
posed device.
4.2. Thin laminates CAI tests
CAI tests were performed on 17 specimens 1.472 mm thick and 
24 specimens 2.944 mm thick in order to analyse the behaviour 
after the impact of laminates thinner than recommended by the 
ASTM standard. Six specimens of each thickness were tested with-
out impact with the new device developed and with the ASTM 
device, determining the compression strength. Fig. 9 gives the4
Fig. 4. First buckling mode for 1.472-mm laminate plate simulated in: (a) ASTM device, and (b) proposed device.mean and standard deviation of the compression strength. The
results show a low dispersion (less than 6.8%).
Using the ASTM device, the compression strength for thin lami-
nates (less than 4.416 mm) proved signiﬁcantly lower than that for
specimens of 4.416 mm, 32.0% lower for the thickness of 2.944 mm
and 60.3% for the thickness of 1.472 mm. However, for the speci-
mens tested with the proposed device, the strength of specimens
of 2.944 mm thickness was found to be similar to that of specimens
of 4.416 mm with ASTM device, being 29.9% less for specimens of
1.472 mm thickness. The lower strength in the latter case indicates
a certain level of buckling close to failure load, but much less than
in the case of using the ASTM device. The decrement of the esti-
mated compression strength for the thin laminates is related tothe global buckling of the specimen, the compression strength 
being higher than the buckling stress (Table 2). A similar result 
was found for the failure strain (Table 4).
The performance of the thin specimens tested with ASTM 
device, under both compression strength and failure strain, was 
due to the global buckling before failure. The global buckling was 
detected by strain gauges placed on both sides of the specimen. 
The strain measurements showed a rapid divergence in the thin 
laminates. As an example, the results of the gauges of the speci-
mens 1.472 mm thick are shown in Fig. 10a. Similar results were 
found for specimens 2.944 mm thick.
On the contrary, in the thin specimens tested with the device 
developed, differences between gauge measurements were small.5
Fig. 5. Position of the vertical ribs on the proposed device (dimensions in mm).
Fig. 7. Indentation depth vs. impact energy for each laminate thickness.
Table 3
Residual strength of the specimens 4.416 mm thick impacted at different energy
levels.
Impact energy CAI strength (MPa)
Proposed device ASTM device
0 402.8±26.9 420.3±0.8
15 J 224.4±5.8 209.0±14.3
25 J 197.4±9.3 177.8±9.9
35 J 191.7±5.8 171.2±4.0
45 J 194.4±6.0 164.2±3.7
55 J 178.0±9.4 149.4±10.9Both gauges were on the same side (G1 and G3) and the facing 
(G2), and therefore the global buckling was restricted (Fig. 
10b). A certain level of global buckling occurred in the proposed 
device since the gauge measurements differed close to the failure 
load. The bending percentage with this device was 7.5%, compared 
to more than 100% with the ASTM device. The results measured 
with the proposed device are similar to those reported by other 
authors for laminates 4 mm thick [25]. For specimens 2.944 mm 
thick, no global buckling was detected in the proposed device.Fig. 6. Components of the proposed CAI deCAI tests on damaged specimens with an impact energy equal
to EBVID were conducted in order to determine the residual-
strength variation with the thickness. Since global buckling
occurred in the undamaged specimens 1.472 and 2.944 mm thickvice and geometry of the vertical ribs.
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Fig. 8. Normalized residual strength for several impact-energy levels estimated
with the proposed device and the ASTM device. Specimen thickness of 4.416 mm.
Fig. 9. Compression strength for the specimens of three different thicknesses
without impact.
Table 4
Failure strain for specimens of different thicknesses.
efailure(le)
1.472 mm 2.944 mm 4.416 mm
ASTM device 3827 5840 9683
Developed device 7023 9177 9222
Fig. 10. Stress–strain curves for undamaged specimens 1.472 mm thick: (a) tested
with the ASTM device, and (b) tested with the proposed device.tested with the ASTM device, the CAI tests were performed using
only the new device. Six damaged specimens 1.472 mm and 12
of 2.944 mm thick were tested.After the impact test, the specimens were inspected to check 
the shape of the delamination. An elliptical delaminated area was 
discerned, the major axis being at about 45, as expected [2]. 
After the CAI test, the specimens were inspected again to verify 
that the delamination progressed in the direction perpendicular 
to the load direction, ensuring that the failure mode corresponded 
to compression. In Fig. 11, both the impact damage and its progres-
sion perpendicular to the load direction is evidenced for two speci-
mens 1.472 mm thick. At 2.944 mm thick, similar behaviour was 
found in the specimens.
The residual strength determined when testing thin specimens 
is shown in Fig. 12. These results were compared with those for 
specimens 4.416 mm thick.
Although a lower compression strength was observed for the 
specimens of 1.472 mm thick tested without damage due to global 
buckling (Fig. 12), in the specimens tested with an impact energy 
equal to EBVID the CAI strength was similar for all specimen thick-
nesses. In the 1.472-mm specimens the mean residual strength 
was 0.5% greater than in the 4.416-mm specimens, and 10.2% in7
Fig. 11. Specimens 1.472 mm thick impacted at EBVID, inspected after CAI test.
Fig. 12. Residual strength determined with the device developed.the 2.944-mm specimens. These variations are within the range of
experimental scatter (less than 11.2%). In view of these results, it
can be concluded that the device developed is a good alternative
for CAI testing of thin laminates.
5. Conclusions
Compression after impact test is a relevant topic for the aircraft
and aerospace industry, as interlaminar damage is particularly
dangerous because of difﬁcult detectability and signiﬁcant effect
on the residual strength of the structure. The number of structural
components made of composite laminates with thicknesses less
than 4 mm is increasing, but the laminate thickness recommended
by CAI standards is greater than 4 mm.In this work, a new CAI device, which allows thin laminates to
be tested, is proposed. A numerical model was used to estimate
the global buckling load of different laminate thicknesses tested
virtually in the proposed device and ASTM device. The buckling
load is higher with the proposed device than with the ASTM device.
The device developed was validated by comparing CAI results of
specimens 4.416 mm thick to those found using the ASTM device.
Similar CAI strength and failure strain resulted for specimens
impacted at several energy levels.
For thin laminates, the compression strength estimated by the
ASTM device was lower than the strength of 4.416 mm laminate
thickness, being 33% lower for the thickness of 2.944 mm and
63% for the thickness of 1.472 mm. The decreased strength was
due to the global buckling of the specimen. This phenomenon
was detected by the measurement of strain gauges placed on both
sides of the specimens tested. By contrast, the compression
strength estimated by the proposed device was similar for speci-
mens 2.944 mm thick and 31% lower for specimens 1.472 mm
thick.
The CAI strength estimated by the new device for specimens
impacted at EBVID, proved similar in all specimen thicknesses
analysed. No global buckling was detected in these tests, and the
failure of the laminate was due to compression. Therefore, the pro-
posed device can be used to estimate the CAI strength of thin
laminates.
Acknowledgements
The authors are indebted to the Foundation for Research,
Development and Application of Composite Materials (FIDAMC)
and InnovationWorks (EADS) for the ﬁnancial support of this work
(project Ilia). Also, the authors acknowledge the collaboration of
the mechanical laboratories in FIDAMC and in Department of
Continuum Mechanics and Structural Analysis of University
Carlos III of Madrid.
References
[1] Ivañez I, Santiuste C, Barbero E, Sanchez-Saez S. Numerical modelling of foam-
cored sandwich plates under high-velocity impact. Compos Struct
2011;93(9):2392–9.
[2] Abrate S. Impact on Composite Structures. Cambridge University Press; 1998.8
[3] de Freitas M, Reis L. Failure mechanisms on composite specimens subjected to
compression after impact. Compos Struct 1998;42(4):365–73.
[4] Rivallant S, Bouvet C, Abdallah EA, Broll B, Barrau J-J. Experimental analysis of
CFRP laminates subjected to compression after impact: the role of impact-
induced cracks in failure. Compos Struct 2014;111:147–57.
[5] ASTM D7137. Standard test method for compressive residual strength
properties of damaged polymer matrix composite plates.
[6] NASA. Standard test for toughened resin composites. NASA Reference
Publication 1092; 1983.
[7] Boeing. Advanced composite compression test. Boeing Speciﬁcation Support
Standard BSS 7260; 1988.
[8] AITM1-0010 Airbus Test Method. Fibre reinforced plastics. Determination of
Compression Strength After Impact; 2005.
[9] CASA I+D-E-292: Ensayo de compresión después de impacto; 1990. In spanish.
[10] Ghelli D, Minak G. Low velocity impact and compression after impact tests on
thin carbon/epoxy laminates. Compos B 2011;42:2067–79.
[11] Berketis K, Tzetzis D, Hogg PJ. The inﬂuence of long term water immersion
ageing on impact damage behavior and residual compression strength of glass 
ﬁbre reinforced polymer (GFRP). Mater Des 2008;29:1300–10.
[12] Ruan J, Wang S, Tong J, Shen M, Aymerich F, Priolo P. Deformation
measurement of composite laminate with impact damage under
compressive loads. Polym Polym Compos 2012;20(1–2):177–82.
[13] Sjöblom P, Hwang B. Compression after impact: the $5,000 data point! In:
Proceedings of the 34th international SAMPE symposium, Reno, Nevada, May 
8–11, 1989. p. 1411–21.[14] Sanchez-Saez S, Barbero E, Zaera R, Navarro C. Compression after impact of
thin composite laminates. Compos Sci Technol 2005;65(13):1911–9.
[15] AITM1-0075 Airbus Test Method. Fibre reinforced plastics. Constant amplitude
fatigue test on coupons; 2012.
[16] Nettles AT, Sabo S. Compression after impact strength of thin laminates with
various percentage of 0 plies. J Compos Mater 2014;48(3):345–54.
[17] Dudderar TD, Lauriello PJ, Weissman GFH. Apparatus and method for tension-
compression testing of thin sheets of material. United States Patent Ofﬁce US 3
559 473, 2 February, 1971.
[18] Santiuste C, Sanchez-Saez S, Barbero E. Residual ﬂexural strength after low-
velocity impact in glass/polyester composite beams. Compos Struct 
2010;92(1):25–30.
[19] Sanchez-Saez S, Barbero E, Navarro C. Compressive residual strength at low
temperatures of composite laminates subjected to low-velocity impacts.
Compos Struct 2008;85(3):226–32.
[20] Templin RL. Compression testing jig. United States Patent Ofﬁce US 2368900, 6
February, 1945.
[21] Timoshenko G. Theory of elastic stability. McGraw Hill; 1963.
[22] Abaqus/CAE User´s Manual. Abaqus 6.10, Simulia.
[23] Remacha M, Castro M. Tool for post-impact compression tests. PCT/ES2012/
070087. 10 de febrero de 2012.
[24] ASTM D7136. Standard test method for measuring the damage resistance of a
ﬁber-reinforced polymer matrix composite to a drop-weight impact event.[25] 
Habib FA. A new method for evaluating the residual compression strength of
composites after impact. Compos Struct 2001;53:309–16.9
